
 
 

 
DECLARATION OF PERFORMANCE DoP 
HTM 001 

In accordance with Regulation (EU) No 305/2011 of the European Parliament 
and of the Council laying 

down harmonised conditions for the marketing of construction products 

(CPR) and its Annex III 

1. Unique identification code of the product- type: Foundation piles 250, 300, 350 mm2 connected or unconnected 

2. Unique identification of the construction product: The unique identifier of the pile is shown on the CE label attached to the pile. 

3. Intended use or uses of the construction 
product: 

Foundation piles as load-bearing structures in deep foundations of buildings 

or structures 

4. Name and contact address of the 
manufacturer: 

HTM Yhtiöt Oy  
The factories in Turku, Nummela, Heinola and Ryttylä 

6. System of assessment and 
verification of constancy of performance: 

AVCP class 2+ 

7. The notified body and the certificate of 
conformity: 

Kiwa Certification Oy, notified body no. 0416, has issued the certificates 

9. Declared performance (corresponding to the performance requirements in the standard) 

Essential characteristics Performance hEN standard 
Concrete compressive strength Concrete strength C35/45...C50/60 depending on the 

pile type 
Foundation piles 
EN 12794:2005 +A1:2007 

Steel yield strength and ultimate tensile 
strength 

Main bars' Yield strength of reinforcing bars 500-700 

N/mm2; tensile strength 550-750 N/mm2 Yield strength 

of reinforcing bars 400 N/mm2, tensile strength 450 

N/mm2 

SFS 1216 Reinforcing bars. Weldable hot-rolled rebar 

A700HW 

SFS1216 threaded bar, SFS1300-B400S 
Mechanical strength (calculated) Pile class 1 

Detailed plans RT's concrete pile designed according to the product 
sheet PO-2016 includes instructions for piling work 
11/2022® 

Manufacturing drawings of reinforced concrete 
driven piles for pile driving in accordance with Piling 
instructions 2016. Length in meter increments 4-15 
m; cross-sections 250 mm2; 300 mm2 and 350 mm2 

Durability for mechanical strength Design service life 100 years, XC2, or separately 
designed stresses 

Splice stiffness Pile splice class A 
10.  The performance levels of the product identified in points 1 and 2 above are in accordance with the performance levels stated in point 7. 
This performance level declaration is issued under the sole responsibility of the manufacturer indicated in point 4 
 

As collateral in Ryttylä 27.01.2023 Reijo Mustonen Senior Advisor        
 

 

 


